
Plateforme Androi

TJ
-0.002 Tw T*
[(p)-18.7 (e)-13.7 (r)-14.7 (m)-14.2 (e)-12.2 (t d)-14.9 (e m)-13.9 (i)-11.2 (e)-12.1 (u)-18.4 (x g)-14.9 (é)-13.7 (r)-5.3 (e)-13.7 (r v)-4.4 (o)-10.8 (t)-20.3 (r)-5.3 (e r)-5.3 (é)-12.7 (s)-10.9 (e)-13.7 (r)-48.5 (v)-3.4 (e d)-14.9 (e b)-12.8 (a)-14.2 (t)-39 (t)-3.4 (e)-13.7 (r)-14.7 (i)-11.2 (e)-12.7 (s)-16.5 (. E)-19.2 (t a)-4.8 (v)-3.4 (e)-15.6 (c P)-4.2 (o)-8.2 (w)-6.1 (e)-13.7 (r)-15.1 (P)-10.8 (r)-5.3 (e)]TJ
0 Tw 30.406 0 Td
(-)Tj
0.015 Tc -0.015 Tw -30.406 -1.176 Td
[(c)5 (i)-0.8 (s)3.3 (i)3.8 (on)15 ( C)-2.9 (ons)4.1 (o)-0.8 (le)11.8 (,)]TJ
0 0.62 0.859  scn
/GS0 gs
/T1_0 1 Tf
-0.007 Tc 





Caractéristiques physiques
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Non Incendiaire (NI)1 
(en option sur cer-


